MVK Electric grinders

""ITY] dental & Industrie Micro motor systems

AL-4 0° VET

Materialien
Verbundstoffe
Aluminium 7075
CFK

Metalle
Kunststoffe

Anwendungsbereiche
Massepunktsetzung
Massen-Entgratung
Polieren / Schleifen

Technische Daten

Allgemeines Abmalie

Winkelkopf o° Lange 339 mm

Lautstarke 60 dB(A) Durchmesser 33 mm

Vibrationen K=1,3 m/s? Gewicht 359¢

Motor & Akku Spannzange

Drehzahl 11.000 min* GroRke & 3mm

Akkuladezeit 3,5h 1,6mm; 2,35mm; 1/8“

Zolltarifnummer Produktinformationen

Micromotore 90184100 Part no. Airliner 38000AL-3
84672199 Part no. Airliner Set 39000AL-3

Set Zubehor

Transportkoffer — Spannzangenschliissel = Lino-2 Ladestation - Steckernetzteil —
MVK700.0059 set — MVK700.0101 12500 MVK700.0029
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MVK Electric grinders

""ITY] dental & Industrie Micro motor systems

AL-4 0° VET

Materials
Composite
Aluminium
CFK

Metal

Plastic

Application fields
Creating electric bonding surfaces

Mass deburring
Polish / Grinding

Technical data

General Dimensions
Head angle 0° Length 339 mm
Sound pressure level 60 dB(A) Diameter 33 mm
Vibrations K=1.3 m/s? Weight 359¢
Motor & Battery Collet
Rotational speed 11,000 min™* Size & 3mm
Battery charge time 3.5h 1.6mm; 2.35mm; 1/8“
Customs number Product information
Micromotor 90184100 Part no. Airliner 38000AL-3
84672199 Part no. Airliner set 39000AL-3

Set equipment

Transport case — Collet key set — Lino-2 charging station = Charging cable —
MVK700.0059 MVK700.0101 12500 MVK700.0029
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