MVK

"IN dental & Industrie

Electric grinders

Micro motor systems

PA-1 Edition Black Portables Steuergerat

Besonderheiten

Gurtel-Clip
Hohe Akku-Kapazitat
Links-/ Rechtslauf

Technische Daten

Allgemeines
Drehzahl 4.000 — 40.000 min*
Motoranschliisse 1x Portable 3 polig
Leistung 30w
Ladezeit 2h
Abmale
Lange 45 mm
Breite 83 mm
Hohe 180 mm
Gewicht 420 ¢
Kompatibilitat
M3P —87250M3P M5P — 87250M5P WH1P — 87045WH1P-FA  WH1P — 87090WH1P-FA
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Zolltarifnummer Produktinformationen
Micromotor 90184100 Part no. 87000PA
84672199
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MVK

"IN dental & Industrie

Electric grinders

Micro motor systems

PA-1 Edition Black Portable Control Unit

Specials

Belt clip

High Battery capacity
Left, right rotation

Technical data

General
Rotational Speed
Motor Connections
Power input
Charge time

Dimensions
Length

Width

Hight

Weight

Compatibility

M3P — 87250M3P

Customs number
Micromotor
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4,000 — 40,000 rpm
1x Portable 3 pole
30W

2h

45 mm
83 mm
180 mm
420¢g

M5P — 87250M5P
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90184100
84672199

WH1P - 87045WH1P-FA  WH1P —87090WH1P-FA
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Product information

Part no. 87000PA
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