MVK Electric grinders

"IN} dental & Industrie Micro motor systems

M 16 Edition Silver Micromotor Handstiick

Materialien
Kunststoffe
Hardplastik
Metalle
Gussmetalle
Holz

Gips

Anwendungsbereiche

Grobe Schleifarbeiten
Oberflachenbearbeitung
Hochgeschwindigkeits Arbeiten

Kompatibilitat

Tischsteuergerat
- MVT 1/2

Technische Daten

Allgemeines Abmalie
Schnellspannvorrichtung Lange 173 mm
Leerlauf Lautstarke 82 dB Durchmesser 31 mm
Vibrationen K=1,3 m/s? Gewicht 336¢g

Leerlauf Temperatur 27 °C

Motor Spannzange

Drehzahl 1.000 - 80.000 min* Grole: 3mm

Drehmoment 8,9 Ncm 1,6mm; 2,35mm; 1/8“

Leistung 260 W Haltekraft: 150N

Zolltarifnummer Produktinformationen

Micromotore 90184100 Part no. 20000M16-SWFA
84672199
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MVK

" BNITY] dental & Industrie

Electric grinders

Micro motor systems

M 16 Edition Silver Micromotor Handpiece

Materials
Plastic

Metal

Cast steel / iron
Wood

Plaster

Application fields

Rough grinding work
Surface treatment
Highspeed work

Compatibility

Table control unit
-MVT 1/2

Technical data

General

Quick fastening
Sound pressure level
Vibrations

No load temperature

Motor
Rotational speed
Torque

Power input

Customs number
Micromotor
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82 dB
K=1.3 m/s?
27 °C

1,000 — 80,000 min™*
8.9 Ncm
260 W

90184100
84672199

Dimensions
Length
Diameter
Weight

Collet

Size

Holding force

Product information
Part no.
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173 mm
31 mm
336¢g

3 mm
1.6mm; 2.35mm; 1/8“
150 N
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