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LTA-4 Aqua Tech Edition Black Schnellschleifturbine 
 

Besonderheiten 
Abschaltbare Sprayvorrichtung mit Luft-/Wassergemisch 

Geringes Gewicht und ruhiger Lauf 

Ermüdungsfreies Arbeiten durch ergonomisches Design 

Werkzeugschnellwechsel 

 

Technische Daten 

Allgemeines 
Max. Drehzahl 320.000 min-1 
Druck 2,8 – 3,2 bar 

Luftverbrauch 40 l/min 

Wasserbehälter 1.000 ml 

 

Abmaße 
Länge 240 mm 

Breite 220 mm 

Höhe 165 mm 

Gewicht 3.000 g 

 

Abmaße Handstück 
Länge 135 mm 

Durchmesser 22 mm 

Spannzangen Größe 1,6 mm 

Gewicht 60 g 

 

 

Zolltarifnummer Produktinformationen 
Laborturbinen 84671190 Part no. 80000LTA-4 
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LTA-4 Aqua Tech Edition Black Highspeed Grinding Turbine 
  

Specials 
Switchable spray with air/water mixture 

Low weight and quiet running 

Fatigue-free working through ergonomic design 

Quick tool change 

 

Technical data 

General 
Max. Rotational Speed 320,000 rpm 

Pressure 2.8 – 3.2 bar 

Air consumption 40 l/min 

Water tank 1,000 ml 

 

Dimensions 
Length 240 mm 

Width 220 mm 

Hight 165 mm 

Weight 3,000 g 

 

Dimensions Handpiece 
Length 135 mm 

Diameter 22 mm 

Collet size 1.6 mm 

Weight 60 g 

 

Customs number Product information 
Laborturbine 84671190 Part no. 80000LTA-4 

 


